
ASTRALPOOL ®

PRESSURE LOSS

CODE SIZE A B C D F G H I J K L M N

00597 1½” 271 180 64 61 172 43 30 95 90 121 31 50 6

DIMENSIONS PRESSURE LOSS

Alternatives for connection of the multiport valves           

The multiport valves are presented in 4 types of connection. “Top” filter 

inlet and “Bottom” filter outlet according to the needs of each case.

1 2 3

4

“Top” inlet in the base and “Bottom” outlet

on one side. “Top” inlet on one side and “Bottom” outlet 

in the base (this type can be supplied with 

couplings).

“Top” inlet and “Bottom” outlet on the sides.

• Make changes of position of the multiport valve handle with the 
pump disconnected.

• Do not use liquid Teflon. Use Teflon tape or gasket.
• Read usage instructions carefully before using the multiport 

valve.

Tips from Dr. Pool

“Top” inlet and “Bottom” outlet in the base

.                                   

5
All inlets and outlets open

Alternativas de conexión de las válvulas selectoras          

Las válvulas selectoras se presentan en 4 variantes de conexión. Entrada 

filtro “Top” y salida filtro “Bottom” según las necesidades en cada caso.

Entrada “Top” y salida “Bottom” en la base. Entrada “Top” en la base y salida “Bottom” 

en un lateral.

Entrada “Top” en un lateral y salida “Bottom” 

en la base (esta variante puede suministrarse 

con racordaje).

Entrada “Top” y salida “Bottom” en los 

laterales.

• Para evitar golpes de ariete, efectuar los cambios de posición de la 
válvula selectora con la bomba desconectada.

• No usar teflón líquido en las conexiones. Utilizar cinta de teflón o 
junta plana.

• Leer atentamente las instrucciones de utilización antes de        
utilizar la válvula selectora.

Recomendaciones del Dr. Pool

Todas las entradas y salidas abiertas
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Description:  MULTIPORT VALVE
Multiport valve for AstralPool filters, usually used in a swimming pool to choose 
different functions of the filtration system: filtration, emptying, closing, back-
washing, recirculation and rinsing.
Maximum working pressure: 3,5 bar
Material: ABS - Distributor: PPO - Gaskets: EPDM

MODEL Classic - Cover closed by screws

ASSEMBLY Side mount / Installation couplings not included

POSITION P1

STANDARD BSP threads

SPECIAL TOP2 | TOP2, BOTTOM2 connection - solvent socket




